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ASHLAND PRODUCT NAME: GLYCOL ETHER PM
05 50 033 5754560~

MCDONALD DOUGLAS CORP. DATA SHEET NO: 0000788-002
P.O.BOX 2731 LATEST REVISION DATE: 12,/81-81350
LONG BEACH CA 90801 PRODBUCT : 3989300

INVOICE : S4%02%0

INVOICE DATE: 08/19,/82
TO: MCDONALD DOUGLAS
GATE #5
ATTN: PURCHASING/SAFETY DEPT. 2900 E. COVER ROAD
LONG BEACH CA 90846
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SECTION I-PRODUCYT IDENTIFICATION

GENERAL OR GENERIC ID: GLYCOL ETHER
HAZARD CLASSIFICATION: (03) FLAMMABLE LIQUID (€173.115)
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SECTION II-HAZARDOUS COMPONENTS
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INGREDIENT PERCENT PEL x

PROPYLENE GLYCOL MONOMETHYL ETHER >95 7z C 1)
¢ 1): ACGIH RECOMMENDS A TLV OF 100 PPM.
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SECTION IIXI-PHYSICAL DATA

PROPERTY REFINEMENT MEASUREMENT
INITIAL BOILING POINT FOR PRODUCT : 250. 00 DEG F
(4 121.11 DEG €)
@ 760. 00 MMHG
VAPOR PRESSURE FOR PRODUCT 8.00 MMHG
a 68.00 DEG F
¢ 20. 00 DEG CO
VAPOR DENSITY AIR = 1 3.1 -
SPECIFIC GRAVITY .923-
=] 68. 00 DEG F
4 20.00 DEG ©)>
PERCENT VOLATILES 100. 00 «
EVAPORATION RATE (BU AC = 1) .83

SECTION IV~ FIRE AND EXPLOSION DATA

FLLASH POINT(CLOSED CUP) 73-400 DEG F
(23-38 DEG C©C)

LOWER EXPLOSIVE LIMIT (PRODUCT > 2. % 7
EXTINGUISHING MEDIA: ALCOMOL FOAM OR CARBON DBIOXIDE OR DRY CHEMICAL

HAZARDOUS DECOMPOSITION PRODUCTS: MAY FORM TOXIC MATERIALS:, CARBON DIOXIDE AND
CARBON MONOXIDE, VARICUS HYDROCARBONS, ETC.

SPECIAL FIREFIGHTING PROCEDURES: SELF-CONTAINED BREATHING APPARATUS WITH A FULL
ACEPIECE OPERATED IN PRESSURE-DEMAND OR OTHER POSITIVE PRESSURE MODE.

UNUSUAL FIRE & EXPLOSION HAZARDS: VAPORS ARE HEAVIER THAN AIR AND MAvY TRAVEL
ALONG THE GROUND OR MAY BE MOVED BY VENTILATION AND JIGNITEQ 8Y PILO
LIGHTS, OTHER FLAMES, SPARKS, HMEATERS, SMOKING, ELECTRIC MOTORS, STATIC
DISCHARGE, OR OTHER IGNITION SOURCES AT LOCATIONS DISTANT FROM MATERIAL
HANDLING POINT.

NEVER USE WELDING OR CUTTING TORCH ON OR NEAR DRUM (EVEN EMPTY) BECAUSE
PRODUCT (EVEN JUST RESIDUE) CAN IGNITE EXPLOSIVELY.
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SECTION V-HEALTH HAZARD DATA

PERMISSIBLE EXPOSURE LEVEL: 100 PPM
(SKIN)

EFFECTS OF OVEREXPOSURE: FOR PRODUCT

EYES - CAN CAUSE IRRITATION.

SKIN - CAN CAUSE SLIGHT IRRITATION

CAN BE ABSORBED IN TOXIC AMOUNTS, ESPECIALLY FROM PROLONGED OR REPEATED
EXPOSURE.

BREATHING - EXCESSIVE INHALATION OF VAPORS CAN CAUSE NASAL AND RESPIRATORY
IRRITATION, DIZZINESS, WEAKNESS, FATIGUE, NAUSEA, HEADACHE, POSSIBLE
UNCONSCIOUSNESS, aND EVEN ASPHYXIATION.

SWALLOWING - CAN CAUSE GASTROINTESTINAL IRRITATION, NAUSEA, VYOMITING, DIARRHEA.
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